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TECHNICAL SPECIFICATION

DESCRIPTION 13.3” PANEL

Power supply

Power input 12 V DC/2 A

PoE+  IEEE802.3at, class 4, 25.5 W

Power adapter for EU, US, and UK
100-240 V AC

UL listed

Platform

Operating system Android 11

CPU RK3399 dual-core A72+quad-core A53

RAM 2 GB

Internal memory 16 GB

Display

Screen type LCD

Touch type 10-point capacitive touch screen

Size 13.3 in

Aspect ratio 16:9

Resolution 1920:1080

Contrast 800:1

Luminance 250 cd/m2

Active area 293.76 x 165.24 mm / 11.57 x 6.51 in

View angle 85/85/85/85

LED light bar Type LED light bar with RGB and mixed colors

Media

Audio MP3/WMA/AAC, etc.

Video MPEG-1, MPEG-2, MPEG-4, H.265, H.264, VC-1, VP8, VP9, etc., 
support up to 4K

Photo JPEG

Interfaces

Card slot SD card, max. support up to 64 GB

USB

USB 3.0

USB for serial (RS232 level)

micro USB OTG

RJ45 POE function IEEE802.3at standard, POE+, class 4, 25.5 W)

WiFi 802.11 a/b/g/n/ac

Bluetooth Bluetooth 4.2

Audio

3.5 mm earphone

Microphone

2 speakers, 3 W

Temperature
Operating 0 to 40°C/32 to 104°F

Storage -20°C to 60°C/-4°F to 140°F

Humidity Relative humidity 20% to 80% RH

Housing Mounting VESA 75*75 mm compatibility

Dimensions

Width 333.00 mm/13.11 in

Length 225.00 mm/8.86 in

Height 28.50 mm/1.12 in
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APPLICATION EXAMPLE

MAC36PRO

IP Communication 

Remote Management

REST API

AAC20-LCD

J9

PA-LED13

iSMA Supervisor

iC SmartView Exclusive
for PA-LED Panels
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DIMENSIONS [mm]
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